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Our Intentions

As a private enterprise that has been owned by our family for more than 70 years,

we feel particularly committed to our customers’ interests. One of our major intentions is to
live up to the reputation and tradition of the quality label “Made in Germany”.

In the North Bavaria town of Hersbruck we manufacture high-quality measurement tools
for the most diversi ed applications. These products meet the highest demands of trade and
industry. On top of that, BMI succeeds in combining tradition and innovation.

This is also highlighted by our way into laser levelling. Since 1993, BMI has been one of
the leading manufacturers in this technology.

A further indication of the continuous innovation are more than 40 active patents.

Some of our patented milestones in the development and production of practical measuring
instruments are

1986 The introduction of unique spirit levels whose vials have been unalterably
xed by means of ultrasonic welding

1986 The minimization of a tape breakage hazard through the FLEXTOP tip
for measuring tapes

1992 Measuring tape frames with ball bearings of the ERGOLINE series for
left and right handers

1997 Hightech manufacture of EUROSTAR with unbreakable, laser-marked vials

1999 The levelling laser BMI Magic and its universal usage

2001 Introduction of the enclosed series, RADIUS for measuring tapes

2003 Presenting the robust, waterproof construction laser NAUTILUS IPX7

2005 topoMAT — sold more than 10.000 times — becomes rainproof according
to the IP55 standard

2007 Quicky — both tape and folding rule in one

2010 POLYWOOD - the rst spirit level with attributes “non-sparking tool” and
“fully insulated up to 1000 volts according to EN60900:2004"

2011  BMIMeter with stop and beltclip

2014 BMI Pico — Spirit level and measuring tape all in one

2016 The new VARIO — pocket tape of nest quality — “Made in Germany”.

It has been, and remains our rst priority to equip you with up-to-date premium quality
measuring instruments.

Voo Kttt

Hans Keller
Manager and Sole Proprietor
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These BMI advantages are yo

i+ 3

Frame designed Can be modified Ball bearings Aluminium profiles  Wear-resistant
according to from right-hand to resistant to wear for restistant to bending tape outlet of high
ergonomic left-hand operation most convenient tech plastic
requirements within seconds handling

n Refer to our General Terms of Payment and Delivery



Measuring Tapes,
Frame- and Case-Type

Measuring tapes by BMI, that ADVVANTAGES

means patented features which
ease the work of professionals. Tapes comply to the EC

and “do it yourselfers” alike, accuracy classes |, Il or Ill. Many

protect the tool itself and thus  f them are EC type-approved
save time and money. All the 54 are thus suitable for

three frame series are ergonomi 4 jipration

cally designed, can be modi ed. Frames designed according
from right-hand to left-hand to ergonomic requirements
operation in no time, and are . can be modi ed from right-
even equipped with slide or hand to left-hand operation

ball bearings. within a second

The FLEXTOP tip whichis . g pearings resistant to wear
optionally available without extrags, most convenient handling of
charge prevents breakage at theyhe ERGOLINE frame

tape end. Our broad range of t8pEow-wear slide bearings for
designs with regard to lengths, pas|C and STANDARD frames
materials and graduation layou The FLEXTOP tip prevents
provide the user with the perfeCtbreakage at the tape-com
solution for every measuring tasknencement (see page 12)

The RADIUS case series also , pgrk position for the tape

includes many of these featuresvcommencement ring and crank
of course. arm

Measuring tapes by BMI are @ CN;rﬁhSiggatch
certainly the right choice me!

* Measuring tapes with this
symbol have a transparent
coating as wearing protection,
10 times stronger than any
other non-abrasive coatings!
You will obtain many of these
advantages from BMI only,
as they have been patented!

Park position for tapePark position for The FLEXTOP tip RADIUS case with

commencement ring crank arm prevents breakage easy grip soft-touch
at the tape surface
commencement

(See also page 12)

Refer to our General Terms of Payment and



ERGOLINE

ERGOLINE frame series

Ergonomically shaped frame with easy-to-grip, soft rubber
protrusions.

Park position for crank arm and tape commencement ring.
Ball bearings for highest winding convenience.

STANDARD

STANDARD frame series
Like ERGOLINE, but with plastic slide rings instead of ball bearings,
without soft rubber protrusions.

n Refer to our General Terms of Payment and Delivery



BASIC

BASIC frame series
High-impact plastic frame. Important features as in ERGOLINE,
but with slide rings instead of ball bearings.

RADIUS

RADIUS case series
Ergonomically shaped case with large crank arm and park position
for commencement ring. Slide bearing shells for highest winding

comfort. With easy grip soft-touch surface.

Refer to our General Terms of Payment and



555 CASE SERIES

555 case series
Handy case tape made of shock-resistant plastics.
Carrying strafape width 10 mm

BRASS FRAMES

Dipping tapes, suitable for calibration (large g.).

Brass frames for stainless steel tapes small g.)

including weight 476,
please see page 13 for description,
suitable for calibration

Refer to our General Terms of Payment and Delivery



Graduation lay-out

Graduations available.
Custom made graduations on request

1: (cm)
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2: (cm/cm)

3: (cm/inch)

4: (mm)
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1 5: (mm/inch)

Measurement Commencements

1
1 0-commencement

A: 1

I
Measurement commencement | LM |.:|5¢,|._| e | T I J.
approx. 10 cm after end tting 'U L e A 89 1;0

1

B: I
Measurement commencement e | (] 1]
at front tting edge e BER N T BMI

I
I
C: :
Measuring commencement [ g g 10 SR 0 00
at front ring edge : 7 or s 000 2 o0 on %
0-commencement :
1

L:
Measurement commencement
at the bottom edge of the weight

Yy __._I” 1 . . .I: - | -. “H :?I I?: |I|‘:,II|HI TR |I I} II‘.I" |t “gé’llt"" i ||| FII1II||II|IIII|\

Refer to our General Terms of Payment and



Tape Commencements

For all steel measuring tapes
13 mm, pull ring made of
break-proof plastic, 2 notches
for weights.

This commencement will be
delivered when no special
commencement is mentioned

||Ji|||ﬂ 2| I ||| 000 00 0
3 4 6 7 8 9 ‘ 1 n

F:

FLEXTOP tip made of trans-par
ent, highly- exible plastic; reliably
prevents breakage at the tape
commencements.

For all steel measuring tapes

13 mm, pull ring made of
break-proof plastic, 2 notches
for weights

|...|]' At AT |I|H|rFf|| ||H||||||l|||6[||ll III|I||H||||||§

%"} 3 -1 L b

BHF:
Hookring with FLEXTORP tip,
measurement commencement B

CHF:
Hookring with FLEXTOP tip,
measurement commencement C

M: '””l||f||||].||i|||ﬂ||f]||"|”]|[|1|[ ||iHHl|ﬂ|||]||f1|||]|||1||||||[]||||||ﬂ|||]|l|]|[|1|[|1|[|
i 50N - ‘ '
ol g encement wih fircy @g 9 ‘ M1 13 W 15 1

Refer to our General Terms of Payment and Delivery




Weights

Weight 11 !
Brass, cylindrical,
no graduation, |
length 170 mm,
diameter 24 mm,
weight 500 g
(can be removed
from the tape)

Article N°. Article N°.
34000 11 340 02 16

Weight 31 according

to IPM Standard

Brass cylindrical,
torpedo-shaped ends,
mm scale engraved

on one side,

length 156 mm,
diameter 30 mm,
weight 700 g (can be
removed from the tape)

Article N°.
340 01 31 IPM

Weight 16
Stainless steel &%
cylindrical, engraved-
mm scale on one
and inch scale on
the other side,
length 113 mm,
diameter 24 mm,
weight 400 g
(cannot be removed
from the tape)

I
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Weight 14 ; Weight 10 Weight 30
Brass cylindrical, . Brass cylindrical, Brass cylindrical,
engraved mm scale™ engraved mm scale torpedo-shaped ends,
onone andinch = onone andinch mm scale engraved
scale on the other ‘& scale on the other on one side, length
side, length 80 mmf-: side, length 89 mm, 153 mm, diameter
diameter 24 mm, || diameter 24 mm, 30 mm, weight 700 g
weight 300 g -] weight 300 g (cannot be removed
(cannot be remove (can be removed from the tape),
from the tape) from the tape) suitable for
calibration

Article N°. Article N°. Article N°.
340 02 14 34002 10 34001 30

Weight 476 Weight 18

Brass cylindrical,

length 100 mm,
diameter 45 mm,
weight 660 g (cannot be
removed from the tape),

Brass cylindrical,
engraved mm scale,
length 113 mm,
diameter 25 mm,
weight 400 g (cannot be

suitable for removed from the tape),
calibration suitable for
calibration
see order overview Article N°.
at page 22 34001 18

Custom made
measuring tapes

For example self adhesive tapes with graduation
from right to left side.

We are pleased to produce custom made measuring tapeq
(see page 28). Please contact us!

Refer to our General Terms of Payment and DEN$!



Interesting facts about
measuring tapes

Accuracy: Certi cate of Conformity:

BMI measuring tapes have For all measuring tapes with
been manufactured according @ metric graduation we will issue
the highest quality standards a certi cate of conformity, if
in Germany. Within the scope afequired. Compliance of the tape
product liability we guarantee widths with the respective EC type
for the observation of toleranceapproval and the observation of
according to EC accuracy classesasuring tolerances according
for metric graduations. to EC accuracy classes are
Our standard is certi ed herein (Surcharge).
« for steel tapes:

class Il (class | option for an Calibration:

extra charge) All measuring tapes with a
« for glass bre reinforced metric graduation are EEC pattern
measuring tapes: class Il - approved and can be calibrated

(class IIl for dual graduation) for an extra charge. This cali-
] bration is valid in all EU member
Tolerances according to states. Some dipping tapes,

EC accuracy classes: however, are exempted.
e :x£1,1mminl10m

e [I:£2,3mmin10m
e [ll: 4,6 mmin 10 m

High-quality measuring
tapes. can be. recggnlzed from Tape length Manufacturer Reference tension
the different imprints at the and temperature
tape end. There you will nd CE-sign for accuracy

the manufacturer’s label,
the number of the EC type
approval, the EC class

accuracy, the reference |”|||[||‘l||u||||l|'||ll||l|||l||1||||‘[||||||||l||||[|"|||||||||||||||||]|||||“||“||I1||||i|||||||||||||!||| LN |||i'|||||"|||
t t d the tensi - 12l aolie EENP' =

for which the manufacturer 12 3 4 smmgempCEghiEgnu] 0 1iocr2 13 14
guarantees the observation

of measurement tolerances L L Registration number
; EC accuracy class Year of productiorpattern approval
according to the EC class

accuracy.

Refer to our General Terms of Payment and Delivery



Recommended usage

Tape quality:

Characteristics:
stainless
acid-proof
proved for oil

non-conductive (insul

unbreakable/ exible
resistant to wear
readability

Recommended use:

Steel,
white enamelled,
printed
graduation

ated)

++

+++

universal,

normal use

Steel, yellow
enamelled, printed
graduation, with
polyamide coating,
“ISOLAN”

++

++
+++

+++

universal ,
toughest
demands

Refined steel,
printed

graduation,

“PONTARIT”

+++

++

++

also in wet
environment

Refined steel,
high etched
graduation,

+++
+++

+++

++

++

also in chemical
aggressive
environment

Glassfibre, reinforce

plastic, printed
graduation

+++

+++

+++

+++

universal,
weaker
demands

Equipment options:
Graduation

Lengths

Measurement comme
Tape commencement

Accuracy:
EC class

Suitability for calibrati

cm, cm/cm, mm,
mm/inch

10to 100 m
A B,C L
all

11, (I possible)

on all variants on

A and B, CH, L30

cm, cm/cm, mm,
mm/inch

10to 100 m
A B,C L
all

11, (I possible)

all variants on
A and B, CH, L30

+ = for limited use
++ = good for use

+++

= best suited for

cm, cm/cm, mm,
mm/inch

10to 100 m
A B, C L
all

11, (I possible)

all variants on
A and B, CH, L30

Refer to our General Terms of Payment and

cm, cm/cm, mm,
mm/inch

10to 100 m
A B, C,L
all

II, (I possible)

all variants on A
and B, CH, L30, L47

6

cm, cm/cm, cm/inch

10to 100 m
A B,C

all,
but no Flextop

Graduation Il
on one side

graduation Il
on two sides

all variants on
A and B, CH




Order survey tape quality | |

1
White enamelled 0‘40
13 mm

White enamelled measuring tape,
printed graduation 301 0171 01.. F

: r tion Length (M remen Tape
number meter commencemer commencemer
010 X X

Size 1/2 301 01 X
301 01 X 015 X
301 01 X 020 X
301 02 X 025 X
301 02 X 030 X
301 02 X 050 X

Frame size Graduation
number

301 03 X
301 04 X

. i T
STANDARD Type Frame size Graduation Length Measuremen ape
number meter commencemer| commenceme
010 X

Size 1/2 = N 501 01 X

. 501 01 X 015 X
. 501 01 X 020 X
501 02 X 025 X
501 02 X 030 X
X X

501 04 X 100 X

. Graduation Length Measuremen Tape
Type Frame size
number meter commencemer| commenceme
501 03

Please choose numbers Graduations Measurement commencemelll Tape commencementsptiona

and capital letters of 1 (cm) U g T A W . B (FLEXT

desired tape features ;

and transfer them to 4 (mm) wm\;\;mmuﬁwuuugguugw\wumuwmuwumwuuu‘ B m — HF (hookrlng eX|bIe, s_uriharge)
your Avrticle N°. B for measurement

- commencement B

) C ‘ e
5 (mm/lnChwwHH”H;‘;WH!!HW HH\HHWM\HUH‘\H\H\‘H Please order welght sepem Iy r - i) e —

25 0% Surcharge see p 13 for model variants e ———

L w—n M  (metal rin(j)} -

Refer to our General Terms of Payment and Delivery




Nothing
can

scratch
me!

IIIHHHHHIIIIIHI%HHHHHHI
501 31

501
501
501
501
501

31
31
31
31
32

Frame size

501

501
501
501
501
501

501 00

501
501
501
501
501
501
501
501
501

Graduations
1 (Cm) [

34

21
21
22
22
23

00
00
00
00
00
00
00
00
00

0lé0

501 21

Tape structures

steel of high stability
3 Synthetic resin, stoved
gures

stoved

Graduation
number
X
X 015 X
X 020 X
X 025 X
X 030 X
X 050 X
Graduation
number
X 100 X

Graduation
X X
X 015 X
X 020 X
X 025 X
X 030 X
X 050 X

Graduation
X
X 002 X
X 005 X
X 010 X
X 015 X
X 020 X
X 025 X
X 030 X
X 050 X
X 100 X

Measurement commenceme

0000000 :
4 (mm) 5‘6 5‘7 5‘& 5‘9 0605‘1 A‘Z /Ja ;.‘a I B m

5 (m mll n chwmmwmHHWHH\HWHWH HH\HH”

25 % surcharge

\M\HU\Z\‘\I\:WW‘H

Please order weight sepera
see p 13 for model varian

1 Concaved, tempered spring blade l 0 ‘60
2 Anticorrosive phosphate coating
4 Printed graduation with red meter

5 Clear varnish to protect against weatr,

Length Measuremen Tape
9 P BASIC
meter commencemen commencemer

Size 1/2

Size

i Length Measuremen Tape
010 X

Length Measuremen Tape
Replacement tapes
number meter commencemer| commencemer
001 X X

Tape commencemen(sptiond Please choose numbers

F (FLEXT - and capital letters of
o@ desired tape features
HF (hookring exible, surcharge) and transfer them to

for measurement your Ar“c'e N°_

~ commencement B

m
for measurement

commencement C

M (metal rine‘)‘l :

Refer to our General Terms of Payment and




Order survey tape quality

ISOLAN
13 mm

ISOLAN tape, polyamide coating,
printed graduation

ERGOLINE

305 01

Size 1/2
305 02
305 02
305 02

IIIHHHHHIIIIIHH%HHIHHHI

305 03
305 04
305 04

Size 1/2 505 01
505 02
505 02
505 02

505 03
505 04
505 04

Graduations

Please choose numbers

and capital letters of 1 (cm) L gt 1T
desired tape features
and tran.sfer them to 4 (mm) wm\;\;mmuﬁwuuugguugw\wumuwmuwumwuuu‘
your Article N°.

5 (mm/inchwmm""HHH”HHHH”HHHHHHWWWW‘WWW

25 % surcharge

Refer to our General Terms of Payment and Delivery

'

This is how your Article N°. could look like:

305 01 1 010 M F

Graduation Length Measuremen Tape
number meter commencemern commencemer
010 X X

X

X
X
X
X

Graduation Length Measuremen Tape
number meter commencemer commenceme

X 050 X
X 100 X X

Graduation Length Measuremen Tape
number meter commencemer| commenceme
010 X

X

X 015
X 020
X 025
X

X X X X

Graduation Length Measuremen Tape
number meter commencemern commencemer

050 X
X 100 X

Measurement commenceme Tape commencemen(eptiong

F (FLEXT

HF (hookrlng exible, surcharge)

for measurement

R ' commencement B

m
for measurement

commencement C

M (metal rine‘)‘l :

Please order weight sepera
see p 13 for model varian



Tape structures i | | | | | | |

1 Tempered spring blade made 0 60
of carbon steel C 75

2 Anticorrosive phosphate layer

3 Yellow synthetic resin,stoved

4 Printed graduation with red metre
digits

5 Polyamide coating against wear*

Type Frame size LI
yp number
505 31

X

* resistant to alkalis, saline solutions, grease,
oils and diluted acids

Length Measuremen Tape
9 P BASIC
meter commencemen commencemer

Size 1/2 i

. Graduation Length Measuremen Tape Size
Type Frame size 3/4
number meter commencemer commenceme
505 33

505 31 X 015 X
505 31 X 020 X
505 32 X 025 X

. Graduation Length Measuremen Tape
505 21 010 X

X X
505 22 X 015 X
505 22 X 020 X
505 22 X 025 X
505 23 X 030 X
505 23 X 050 X

number meter commencemer commencemer

505 00 X 001 X X
505 00 X 002 X
505 00 X 005 X
505 00 X 010 X
505 00 X 015 X
505 00 X 020 X
505 00 X 025 X
505 00 X 030 X
505 00 X 050 X
505 00 X 100 X

Graduations Measurement commenceme Tape commencemen(sptiond Please choose numbers

1 (em) DU DTt Prr A L. F (FLEXT . and capital letters of
Oh : o@ desired tape features
4 (mm) ”\”””‘”\”‘”””\””””‘\”””H”é“H"\””””‘\””””‘\””””‘\””””‘ B @— — HF (hookrlng eX|bIe surcharge) and tranSfer them to
§ i f;;mm"fg::;";g your Article N°.
5 (mm/inchwmuu\\\\\uuwmmwmm HH\HHWM\HUH‘\H\W‘H Cc A sepera Ei—_;ﬁm ot
9 see p 13 for model varian c[:,m,ﬁ:.fge?neit [}

25 % surcharge

L w—n M (metal rin(;‘)} -

Refer to our General Terms of Payment and



13 mm

printed graduation

ERGOLINE

Size 1/2

STANDARD

Size 1/2

Please choose numbers
and capital letters of
desired tape features
and transfer them to
your Article N°.

PONTARIT stainless steel tape,

Order survey tape quality

PONTARIT

Rost |
fre

| lU‘AU' |

This is how your Article N°. could look like:
315 01 1 010 M F

. Graduation Length Measuremen Tape
Type Frame size
number meter commencemen commencemer
315 01 X 010 X X
315 01 X 015 X
315 01 X 020 X
Bill5) 02 X 025 X
315 02 X 030 X
315 02 X 050 X
. Graduation
Frame size
number
315 03 X
315 04 X
Type Frame size
number meter commencemer| commenceme
515 01 X 010 X
Bils 01 X 015 X
515 01 X 020 X
515 02 X 025 X
515 02 X 030 X
X X
Type Frame size
number meter commencemen commencemer
515 03
Bils 04 X 100 X

Graduations

1 (cm)

4 (mm)

[ ‘0‘60

H‘HH\H\\”\HH\HWHH\HWHHH QHHHWHWHWHHH\WHHH\WHHH‘

% 57 58 5

Refer to our General Terms of Payment and Delivery

Measurement commenceme Tape commencemen(eptiong

_____ ~ F (FLEXTOPT]: .

OL ) HF (hookrlng exible, surcharge)

for measurement

- commencement B

Please order weight seperaj Bly, " for measurement

see p 13 for model varian

commencement C

-Q,{_—-—,m M (metal rine‘)‘l. -



000 — Tape structures
@ " - 1 Strain-hardened spring blade m

) — of stainless chrome nickel steel
Nothing — a 2 Matt-pickled surface
rsrfé!a“:h == ' 3 Printed graduation with red
é-_ metre digits
é_ <

4 Clear varnish against wear, stoved

o T e
515 31 X 010 X X Size 1/2
515 31 X 015 X
515 31 X 020 X
S5 31 X 025 X
515 31 X 030 X
Bill5 32 X 050 X

Frame size Graduation Size
number
515 34 X 100 X X
. Graduation Length Measuremen Tape
515 21 X 010 X X
515 21 X 015 X
515 21 X 020 X
515 22 X 025 X
515 22 X 030 X
515 23 X 050 X
number meter commencemern commencemer
515 00 X 010 X X
515 00 X 015 X
515 00 X 020 X
Bill5 00 X 025 X
515 00 X 030 X
Bill5 00 X 050 X
515 00 X 100 X

Graduations Tape commencemenfsptiond Please choose numbers
1 (cm) LU gl T A Oh L. |F (FLEXTW .~  and capital letters of
: desired tape features

4 (mm) L B . —_— HF (hookring eXible’ surcharge) and transfer them to
s o5 o ow 0606 & & & . LW .
g  for measurement your Article N°.
C j _ commencement B
e -
Please order weight sepera iR g f for measurement
see p.13 for model varian commencement C

L -Q-"O-"_rm M (metal rine‘)}_.l =

Refer to our General Terms of Payment and DEV4



Order survey tape quality

High etched
13 mm

High etched stainless steel tape

EDELETAHL]

Rost.
ﬁ‘e

This is how your Article N°. could look like:

309 01 1 010 M F

e
Size 1/2 P 309 01 X 010 X X
- 309 01 X 015 X
e 309 01 X 020 X
309 02 X 025 X
309 02 X 030 X
X X
number meter commencemen commenceme!
309 03
309 ‘ 04 ‘ X ‘ 100 ‘ X H
e I
Size 1/2 509 01 X 010 X
- . 509 01 X 015 X
o 509 01 X 020 X
509 02 X 025 X
509 02 X 030 X
X X
number meter commencemen commencemer
509 03
509 ‘ 04 ‘ X ‘ 100 ‘ X H
Diess TamE seiEs Graduation Measuremen
number meter commencemer| commenceme
309 12 4 010
- 309 12 4 015 L
309 12 4 020 L
309 12 4 025 L
M 309 12 4 030 L
including weight 476. 309 12 4 050 L

Please see p.13 for description,
suitable for calibration

Please choose numbers Graduations

and capital letters of 1 (cm) L gt 1T
desired tape features
and tran.Sfer them to 4 (mm) wm\;\;mmuﬁ\guuugguugw\wumuwmuwumwuuu‘
your Article N°.

5 (m m/| nChwwHH”H;‘,!H”H!!HW 2\”\”‘% 1} U\z\ ‘\HH \‘ 1]

25 Y%surcharge

Refer to our General Terms of Payment and Delivery

Measurement commenceme Tape commencemen(eptiong

F (FLEXT

HF (hookrlng exible, surcharge)

for measurement

N ' commencement B
© ¥ — —
Please order weight seperafgly, i (e ST

see p 13 for model varian

commencement C

M (metal rine‘)‘} .-




Tape structures

1 Strain-hardened spring blade m
of stainless chrome steel

2 Lowered, etched surface

3 Raised, polished graduation

Length Measuremen Tape
9 P BASIC
meter commencemen commencemer

Size 1/2

Type Frame size LI
yp number
509 31

X

509 31 X 015 X

509 31 X 020 X

509 31 X 025 X

509 31 X 030 X
X X

Slze
. Graduation Length Measuremen Tape
Type Frame size
number meter commencemer commenceme
509 | 34 |

. Graduation Length Measuremen Tape
509 21 010 X

X X
509 21 X 015 X
509 21 X 020 X
509 22 X 025 X
509 22 X 030 X
509 23 X 050 X

number meter commencemer commencemer

509 00 X 010 X X
509 00 X 015 X
509 00 X 020 X
509 00 X 025 X
509 00 X 030 X
509 00 X 050 X
509 00 X 100 X

Graduations Tape commencemenfsptiond Please choose numbers
1 (cm) LU gl T A Oh L. |F (FLEXTW .~  and capital letters of
: desired tape features

4 I B : . HF (hOOKrmg exible, surcharge) and transfer them to
(mm) s % % 0600 & & @ LE
' for measurement your Ar“c'e N°
c ! _ commencement B .
5 (mm/inchﬂf“‘”‘!ﬁ”‘”‘;\;“‘”“;\j“”‘” ””””W”‘“‘z‘wwlm\” Please order weight sepera F——_fgr measurement
L2, 13 for model varian commencement C

25 % surcharge

L -&u{h*rm M (metal rine‘)}. :

Refer to our General Terms of Payment and



Order survey tape quality | l | | |

Plastic
13 mm

Plastic measuring tape,
glass fibre reinforced

number meter commencemer| commencemer
Size 1/2 320 01 X 010 X X

320 01 X 015
320 02 X 020
X

olig! !

This is how your Article N°. could look like:
320 01 1 010 M H

x

. Graduation Length Measuremen Tape
Type Frame size
number meter commencemer| commenceme
320 03

320 ‘ 04 ‘ X ‘ 050 ‘ X

x

STANDARD

. Graduation Length Measuremen Tape
Type Frame size
number meter commencemer| commenceme
010 X

Size 1/2 520 01 X
520 02 X 015 X
520 02 X 020 X
X X

Size

: Graduation Length Measuremen Tape
Type Frame size
number meter commencemern commencemer
520 03
520 04 X 050 X
520 04 X 100 X X

Please choose numbers Graduations Measurement commenceme Tape commencemen(eptiong

and capital letters of 1 (cm) FE gl T A Oh . H (hookring)

desired tape features | surchargeq.-f-;neasuremem
and transfer them to 2 (cmicm) |1 gttt B OL —— g CommEnCEent B
yOl.II’ Art|c|e No. 25 % Surcharge ‘ r for measurement

; commencement C
3 (emiinch) 11 gl © o=

25 % surcharge

Refer to our General Terms of Payment and Delivery




[T

Tape structures | | | | | | |
1 Glass bres U 60
@ 2 Extruded plastic coating
== 3 Printed graduation with

red metre digits
4 Varnished against wear

. Graduation Length Measuremen Tape
Type Frame size 9 P BASIC
number meter commencemen commencemer
520 31 i

520 31 X 015 X
520 32 X 020 X
number meter commencemern commencemer

520 33
520 34 X 030 X
520 34 X 050 X X

. Graduation Length Measuremen Tape
520 21 X 010 X X
520 22 X 015 X
520 22 X 020 X
520 23 X 025 X
520 23 X 030 X

number meter commencemern commencemer

520 00 X 010 X X
520 00 X 015 X
520 00 X 020 X
520 00 X 025 X
520 00 X 030 X
520 00 X 050 X
520 00 X 100 X

Graduations Measurement commenceme Tape commencemenfsptiond Please choose numbers

1 (cm) P gl P00 A (} b H (hookring) and capital letters of

surcharge%easuremem desired tape features

2 (cmicm) T Polglft T B OL — o GO and transfer them to
25 % surcharge : r for measurement your Article N°.

; commencement C
3 (cm/inch)‘ | \Oléo\/ﬂ\\[\]\uz\‘\ewu C m ¥

25 % surcharge

Refer to our General Terms of Payment and



Order survey tape quality

High etched
13 mm

EEREERF IR

Tank dipping tapes according to IPM specification This is how your Article N°. could look like:
High etched measuring tape 312 11 4 01.. 31
e I R
speC|f|cat|on number meter commencemer| commencemer
312 11 4 010 L 31
312 11 4 020 L
312 11 4 030 L
312 11 4 050 L

including weight 31, please see p.13 for description, mm graduation

Order Survey tape quallty IIII|IIII|IIII|IIleII|IIII|IIII|IIII|IIII|IIII|IIII|IIII|IIII|IIII‘IIII|IIII|IIII|IIII|IIII|IIII|III

) 3 3% % 3% 3 3 3 0400 w2
White enamelled,
10 mm

. . This is how your Article N°. could look like:
White enamelled measuring tape, y

printed graduation 308 LT 01.. .
555 case series G;i?#s;on

303 17 4

303 17 4

303 17 4

Please choose numbers Graduations Measurement commenceme Tape commencemengsptiond

and Capita| |etters Of 4 (mm) HJEHW\;\;\muuﬁ\guuugguug\[‘\\H\w‘\uuuwmuwuu\!‘\‘umu‘ A @ S M (metal rinq)‘:]
desired tape features : -
and transfer them to B ‘ .
. : H (hookring)™ = =
yOLII’ ArtIC|e No. m ( oo rlng T for measurement

SUrCharge commencement

C m AB,C

Refer to our General Terms of Payment and Delivery



Tape structures

1 Strain-hardened spring blade
made of stainless chrome steel

2 Lowered, etched surface

3 Raised, polished graduation

Tape structures IIII|IIleII|IIII|IIII|IIII|IIII|IIII|IIII|IIII|IIII|IIII IIII|IIII|IIII|IIII|IIII|IIII|III

1 Tempered spring blade made  { H5 h4 H7 58 60 61 62 63

of carbon steel C 75
2 Anticorrosive phosphate layer
3 White synthetic resin, stoved
4 Printed graduation with
red metre digits
5 Clear varnish against wear, stoved

Nothing
can

scratch
me!

Refer to our General Terms of Payment and



Custom made
measuring tapes

White enamelled measuring tape,
printed graduation

——— from left to right side Tape width 13 mm
I e I IR AT U I U

12 3 4 5 6 7 8 9 (0n 12 3 14 15 16 17 18 19

IIII|IIII|IIII|IIII|IIII|IIII|IIII|IIII|IIlell|lIII|IIII|IIII|IIII|IIII|IIII|IIII|IIII|IIII IIII|IIII|IIII|IIII|IIII|IIII|IIII|IIII|IIII|Illwlll|IIII|IIII|IIII|IIII|IIII|IIII|IIII|IIII|IIII

Ji9 18 17 16 15 14 13 12 n (0109 8 7 & 5 4 3 2 1

from right to left side¢——

Custom made
measuring tapes

For example self adhesive tapes with graduation
from right to left side

We are pleased to produce custom made measuring tapeq
Please contact us!

Refer to our General Terms of Payment and Delivery



Article N°. Length in m

white-enamelled, from left to right
357 00 4 001 LNR
357 00 4 002 LNR
357 00 4 005 LNR
357 00 4 010 LNR

white-enamelled, from left to right,
self-adhesive

357 00 4 001 LNR-SK
357 00 4 002 LNR-SK
357 00 4 005 LNR-SK
357 00 4 010 LNR-SK

white-enamelled, from right to left
357 00 4 001 RNL
357 00 4 002 RNL
357 00 4 005 RNL
357 00 4 010 RNL

white-enamelled, from right to left,
self-adhesive

357 00 4 001 RNL-SK
357 00 4 002 RNL-SK
357 00 4 005 RNL-SK
357 00 4 010 RNL-SK

white-enamelled, 0-point centered
357 00 4 001-O0M
357 00 4 002-0M
357 00 4 003-0M
357 00 4 005-0M

white-enamelled, 0-point centered
self-adhesive

357 00 4 001-OM-SK
357 00 4 002-OM-SK
357 00 4 003-OM-SK
357 00 4 005-OM-SK

2m
5m
10 m

1m
2m
5m
10m

1m

5m
10 m

1m
2m
5m
10m

1m

2m

5m

2m
3m
5m

mm/-
mm/-
mm/-
mm/-

mm/-
mm/-
mm/-
mm/-

mm/-
mm/-
mm/-
mm/-

mm/-
mm/-
mm/-
mm/-

mm/-
mm/-
mm/-
mm/-

mm/-
mm/-
mm/-
mm/-

polyamide-coated, ISOLAN,
from left to right

357 07 4 001 LNR
357 07 4 002 LNR
357 07 4 005 LNR
35707 4010 LNR

polyamide-coated, ISOLAN,
from left to right, self-adhesive

357 07 4 001 LNR-SK
357 07 4 002 LNR-SK
357 07 4 005 LNR-SK
357 07 4 010 LNR-SK

Refer to our General Terms of Payment and D%

1m
2m
5m
10m

1n
2n
5n
10

Article N°. Length in m

mm/-
mm/-
mm/-
mm/-

mm/-
mm/-
mm/-
mm/-




Refer to our General Terms of Payment and Delivery

End fittings Internal measuring

Metal sliding tip, nickel-plated, With the IN-OUT, VISO, X 4, TOP

adjustable for both end-on andand TOP-M models the internal

hook-on measurements measurement can conveniently
be read directly from the top sight
window. For other models the
case length is to be added.




Pocket Tapes

Pocket tapes manufactured by ADVVANTAGES

BMI are versatile with regard to
their use as their users’ demangsyrapility in rough work

are diverse. environment through rust
Longitudinal, internal measuring,protection of the tapes
radii, mm/mm graduation (phospate ground coating)

mm/inch graduation, individual

case designs and much more. Nothing

There is almost no limit to your me!

imagination. Owing to the act , gp pocket tapes have a

that these pocket tapes are transparent coating as weari
manufactured in our own works protection, 10 times stronger

there are many design options,  than any other non-abrasive

even for small quantities. coatings!
Our main fOCUS_'S of course on. | 5ng working life of the retur
precise measuring, perfect lock spring owing to a specia

handling and long working life. spring band steel

Sophisticated interior: inserted
winding coils or distance
washers ensure perfectly
smooth running

Robust high-impact ABS or
polyamide case

Tapes with mm-graduation
EEC pattern approved, suitable
for calibration

e Accuracy acc. to EC class Il
2m= 0,7 mm

3m=+0,9mm

5m+1,3mm

8mz=19mm

You will recognize
high-quality
measuring tapes by
these imprints:

Tape length CE-sign Number of registration

of EEC-apprgval
Manufacturer Year of production certi catio

numbe|

mm duplex
Tape structure graduation
1 Concaved, tempered spring
blade steel of high stability
2 Anticorrosive phosphate coatjng
3 Synthetic resin, stoved
4 Printed graduation with
red meter gures
5 Clear varnish to protect agairégduation

wear, stoved |||||1||]|||E||||||+|||1||||!| 1|||:|||| ||e|||{|t||i||||||:|1£|||i||1|ll|||||1]||||||:||||[£||||i|||||||[||||1||[:|||||||}J|||||||11|||r||||||||g||1|||Hi]|||[[|||||||r|||1|||||||!

FEE

1 dm 1

Refer to our General Terms of Payment and

IIII|IIII|IJI1III!I[IIII|IJ]!|I!II|IIII|II IIIII1|IIII|IIII]I1IIiI:III|IIII| III:IIIIIIIII|IIII|III] IIII|IIII|IIII IIII|II!I! HII|IIII|IIII]IJI'I]I1I

1 2 3 4w -._,ﬁmr?CC

mm/inch
EC accuracy class




Pocket Tapes

411 VARIO Standard

A tremendously light and handy.ength 2, 3, 3,5, 5, 8 meter.
pocket tape specially designedGraduation mm or mm/inch.
for the professional applicationWhite enamelled steel with blai
The case is made out of high- graduation.

impact ABS plastic encases theCase dimension::

innovative interior and rede ne<, 3, 3,5 m: 58 x 57 x 26 mm

the pocket tape in its product 5 m: 75 x 70 x 26 mm
category. 8m: 78 X 77 x 32 mm
Accuracy according to EC

class Il.

2 31 4EE5O0peemylER

Graduation mm mm/inch mm mm/inch mm mm/inch mm mm/inch mm
Width 13mm | 13 mm 16 mm | 16 mm | 19 mm
Article N°. | 411 241| 411 251| 411 341| 411 351| 411 3,5| 411 3,5Z 411541| 411551 411841

1I83mm | 13mm | 13 mm | 13 mm

411 VARIO Stainless

Stainless tape version for
particular applications. The tape
as well as the internal spring and
the hook are fully stainless.

All other features do comply with
the VARIO Standard.

Stainless steel with black IE)N%L
graduation.
Accuracy according to EC

class Il.

I

T

Graduation mm mm/inch mm mm/inch mm mm/inch mm
Width 13mm | 183mm | 13mm | 13mm | 16 mm | 16 mm 19 mm
Article N°. | 411 243| 411 253| 411 343| 411 353| 411543 411553| 411 853

Refer to our General Terms of Payment and Delivery



411 VARIO EC |
High Precision

High precision measurement in
EC class I. High end manufactur
ing technique ensures the highest
possible accuracy for your
measurements. All other features
do comply with the VARIO
Standard.

Permissible tolerance on the
complete length:

2m + 0,4 mm
3m + 0,5 mm el ! ] G500 pemmTCCR
5m +0,7 mm
8m +1,0 mm

Graduation mm

Width 13mm | 13mm | 16 mm | 19 mm
Article N°. | 411 2418 411 3418 411 5418 411 8418

ex |US|Ve Recoil-free & Tremendouslysmooth

25 % less volume, 5 % lessSpecial curved T-formed -~ The arbor and the outlet are

Vanta eS weight — the ideal pocket damper made out.of rubbemanufactured out of liquid

tape for the professional absorbs the recoil’energy. -bearing technelogy material
BrOVIded Onl usage. Even the intensive blade = TRIBOCOMMth Te on

y BM I I : return of the 8 m«tape will' behich provides a tremoundsly
comfortable for your wrist. smooth slide and-an
extraordianary-easy roll in of
the tape.

Hook-Airbag .- Effo 1 Belt-friendly Scratch me if you. can!
The high oulet of the tape . hanc Belt clip made out of smooffhe clear varnish protects the
protects the stainless stee a_stainless steel wire withouttape against wear. The white
hook from damage and e lockin any sharp edges. You can enamelled tapes, are anti-glare;
deformation upon-im tpress with the ngereasny and quickly attach ydhis will'protect your eyes and made in
) is suf cient. The “ xed - VARIO to your-belt. WaIIet at the same time. Germ a n
press’-is-longer necessary.




Pocket Tapes

404 IN-OUT

Pocket tape with top sight
window for internal measuring
(see page 30). The graduation
in the window is not displayed
upside down (no reading errors
possible). Blade lock. Polyamide
case. Free-running blade in
push-pull execution.
Lengths 2+3 m with mm-
or mm/inch-graduations.
Blade width 13mm.

Case dimensions:

2m: 52 x55x21 mm
3m: 60x60x21 mm

405 VISO

The special measuring tape with

3 functions

1. Longitudinal measuring

2. Internal measuring (see page 30)
3. Circles

The graduation in the window is
not displayed upside down (no
reading errors possible). Blade lock.

Polyamide case. Free-running i e

blade in push-pull execution.

Graduation mm mm/inch mm mm/inch
Width 13 mm
Article N°. | 404 241| 404 251| 404 341| 404 351

1I3mm | 13mm | 13 mm

293 ABRSDEemyCER

Lengths 3 m with mm-
or mm/inch-graduations.
Blade width 16 mm.
Case dimensions:

65 X 65 X 25 mm

The steel stylus integrated in
the swing-out arm allows 6 m
radii to be drawn.

Graduation mm mm/inch,  mm/inch mm
Width 16 mm | 16 mm 16 mm 16 mm
Article N°. | 405 341 405 351|405 35 3030105 34 3030

Refer to our General Terms of Payment and Delivery



407 TOP / 406 TOP-M

Internal measuring tape (see

page 30) without lock. Top sight

window with magnifying effect.

The gradu-ation in the window

is not displayed upside down

(no reading errors possible).

Polyamide case. Free-running

blade in push-pull execution.

Lengths 3 m W|th mm_ 1» 'I.IIil"-'1'II;I"]IIIg.IIIIII:_E‘E:{;:‘E‘Q:II}IEIgg 1N
or mm/inch-graduations. e e TR e T
Blade width 13 mm.

Case dimensions:

65 x 65 x 21 mm 406 TOP-M: with steel base

Graduation mm mm/inch,  mm mm/inch mm mm/inch, mm/inch| mm/inch
Width 13 mm
Article N°. | 407 241| 407 251| 407 341| 407 351 406 241| 406 251| 406 341| 406 351

406 TOP-M:
with steel baséd

1I3mm | 13mm | 13 mm 1I8mm | 13mm | 13 mm | 13 mm

408 X4

The most versatile tape with

4 functions:

1. Longitudinal measuring

2. Internal measuring (see page 30)

3. Radii drawing

4. Level I
The graduation in the window

is not displayed upside down ..
(no reading errors possible). BIfE  © 3
lock. Polyamide case. Free-running

blade in push-pull execution.

Lengths 3 m with mm- or
mm/inch-graduations.

Blade width 13 mm. R 3 m/122"

Case dimensions: e T
60 x 80 X 20 mm Graduation mm mm/inc
Width 13mm | 13 mm

R Article N°. | 408 341| 408 351

g
AalS a0 fema T C €8

The steel stylus integrated in
the swing-out arm allows 6 m
radii to be drawn.

Refer to our General Terms of Payment and



Pocket Tapes

490 MET

The pocket tape with heat-resis .
tant zinc die-cast case with mF

chrome nish.

Automatic, lock-operated blade
return.

Lengths 2 + 3 m with

mm- or mm/inch-graduations.
Blade width 13 mm.

Case dimensions: AU g I| LR T TRTIRIT g g
60 x 58 x 19 mm e o 3EmodDowerCes

Graduation mm mm/inch mm mm/inch
Width 13mm | 13 mm
Article N°. | 490 241| 490 251| 490 341| 490 351

1I3mm | 13 mm

474 chrom

Pocket tape with robust tape
operating mechanism. Chror
plated,high impact ABS plas
case.

Automatic blade return.
Blade lock. Belt clip.
Lengths 2,3,5,8and 10 m i
both mm or mm/inch gradua Display chrom

_ U
available. Other lengths on  JRI, #9345 5 o gmaC 8 I Article N°. 474 041 261-VK

demand. mem'm'l""'
S e

Blade width:
2+3 m: 13 mm
5m: 19 mmund 25 mm

gth 2m
om | 2m |

7 pcs.5m, 6 pcs.8m
25 mm -
Graduation mm

Case dimensions: mm mm mm mm mm

2+3 m: 65x60x27 mm Width 183mm | 13mm | 19mm | 25mm | 25mm | 25 mm
Sm: 19 mm Blade width Article N°. | 474 241| 474 341| 474 541 |474541/25 474 841 474 041
75 x 66 X 37 mm
5m: 25 mm Blade width
75 X 66 X 45 mm
8m: 84x75x45mm
10m: 88x80x45 mm

Contents: 8 pcs. 3 m,

Refer to our General Terms of Payment and Delivery



472 twoComp

Pocket tape with robust tape
operating mechanism.

High-impact ABS plastic case.

Automatic blade return.
Blade lock. Belt clip.
Lengths 2, 3, 5 and 8 m with
mm- or mm/inch-graduations.
Blade width:
2+3m: 16 mm
5m: 19 mm
8m: 25mm
10m: 30mm
Case dimensions:
2m: 60x60x32mm
3m: 60x60x32mm
5m: 19 mm Blade width
70 X 70 x 36 mm
8m: 80x80x45mm
10 m: 88 x88x45mm

M2+ 4 5 peet

Display twoCOMP
Article N°. 472 041 061-VK

A T A

Contents: 8 pcs. 3 m,
7pcs.5m,6pcs.8m

-
m mm mm mm

Graduation mm m

Width 16mm | 16 mm | 19mm | 25mm | 30 mm
Article N°. | 472 241| 472 341| 472 541| 472 841| 472 041
Article N°.

472 241N 472 341N 472 541N 472 841N 472 041M
Magnet Versi

Refer to our General Terms of Payment and



Pocket Tapes

PICO — Rule and level
all in one tool

Perfect measuring tool, as
horizontal/vertical measurements
are mainly combined with lengths
measurements.

Advantages:

» The tape can be xed elongated
in the case for the
measurements

* The tape can be kept
compact and safe in the Case dimension

level case 62 X 25 X 52 mm
* Stainless steel tape Weight app. 75 g
« Perfect reading by convex arch

* Total waterproof!

EC class I Graduation mm mm
* Accuracy of the level: -
1,0 mm/m Width 19 mm 19 mm
* Made in Germany Article N°. 426 100 4 1030| 426 100 4 1030 M

marking
and levelling
all in one

vertical
positon level

measuring

el it ttAR Y ARARSART

horizontal
position level

Refer to our General Terms of Payment and Delivery



Both tape and ruler in one!

The new BMIMEter with
tape stop and belt clip

tape stop for easiest use
and complete control

Fascination:

Due to a special treatment of the
re ned steel the tape unrolls on
its own!

Bene ts:
« stainless re ned steel tape,
hite-enamelled

can be perfectlyaterproof, unbreakable The BMI-Quicky, sold by hundre 8tally waterproof

used as a rulestainless of thousands, has been further

developed and is now called * unbreakable, durable
BMIMeter. * accurate according to

T " EC class Il (= 0,9 mm/2 m —
2 wooden ruler | 2.2 mm! 2 m)

Graduation mm mm/inch mm mm/inch The main changes: « compact, light and handy
- « BMIMeter has a tape stop! fect |
Width 16 mm 16 mm 16 mm 16 mm . . . " * perfect for use as a ruler
° BMImeter IS aVa"able n . tape I|es atly ona table
Article N°. | 429 24 1021 429 25 1021 429 34 1021 429 35 1021 2mand3m! '

allowing precise markings and
easy transfer of measurements
e world rst!
¢ Made in Germany!

This measuring tool fascinates
and his bene ts are unbeatable

v ater DisplayBMIMeter 2 meter
5""? i Article N°. 429 2410 61-VK
E

Contents: 30 pcs.

Refer to our General Terms of Payment and



These BMI advantages are your benefit:

Vial with magnifying 2 % slope/fall lines Top-end vial
effect. and precision reading

No more dou markings

ble-buble trouble!

Refer to our General Terms of Payment and Delivery

Shock-absorbing
rubber end-caps

Unique, sturdy
4-chamber profile




Spirit Levels

Applications for
spirit levels

Horizontabrmal position

Horizontalverted position
(over-head measuring)

v
Lol
foaT

A

Horizontalver-head
measuring

(only for BMI-EUROSTAR
and BMI-ROBUST)

Verticahormal position

e

ADVANTAGES

 Selected high quality materials.

» Worldwide patented manu-
facturing processes.

* High measuring accuracy
up to 0,5 mm/m in normal and
inverted position.

* Up to 30 years BMI guarantegerticahverted position
for the durability of the vials.

This means safety for your work.

<

Refer to our General Terms of Payment and




Aluminium
Profiles

Thickness of wall + 10 %
due to technical reasons

Box section

22 x 50 mm, wall

strength 1,5 mm,
| is used for the
690 type series
up to a length of
200 cm.

Box section

22 x 50 mm, wall
strength 1,6 mm,

is used for tieO1
type seriequp to

a length of 120 cm.
The lengths 150,
180 and 200 cm
have a wall strength
of 2,2 mm.

Box section

22 x 50 mm, wall
strength 1,8 mm, is
used for th#92 and
699 type seriesp

to a length of 120 cm.
The lengths 150,
180, 200 and 240 cm
have a wall strength
of 2,3 mm

Strong 4-chamber
aluminium pro le
box section

60 x 26 mm,

wall strength 2 mm,
extremely exible
and torsion-proof,
used in th&98

type series

Extremely sturdy
4-chamber alu-mini
um pro le, box
section 75 x 26 mm,
wall strength

2.0 mm, used in the
695 type series
(even more torsion
resistant than the
698).

Types of Vials Mounting

of the Vial

.

Thick-walled, sturdy vial, madeBifeak- and shock-proof tube vial
plexiglass, used in the horizontalith magnifying effect of the

vials of the 662, 665, 666 and 690 type series, extremely good
689 type series.

viewing, 2 % slope markings.

Ultrasonic Welding--":

Thick-walled, sturdy vial, made Tick-walled, sturdy block vial, For all spirit levels (except the
plexiglass,with magnifying effechade of plexiglass, used as 690 type) made of aluminium
extremely good viewing, used agrtical vial in the 662, 665, 66yro le up to a length of 120 cm
vertical and horizontal vial in thé91, 698 and 699 series. the vials are electronically

692 type series and as horizontal adjusted and xed in the body by
vial in the 691, 695, 698 and 699 means of ultrasonic welding.
series.

lLaser beam

Angle of Inclination

The picture shows a rotating vi
of the 691 W and 691 WM

and the SUPERTORPEDO typel
for an easy transfer of
inclinations and angles.

The 690 EUROSTAR is at rst
completely mounted. At this stage,
the vials don’t have any marking
rings. In the nal stage, a computer
measures the position of the vial
and controls a laser which applies
marking rings to the vial on either
side of the bubble in precisely
equal distances.

This process has been

patented for BMI nationally

and internationally.

Refer to our General Terms of Payment and Delivery



Spirit Levels encyclopedia

Alustar
691

Eurostar
690

Ultrasonic
692

Superstar
699 698

Robust

HighPrecision Die-Cast level Teakwood level

695 665 661

measuring accuracy
innormaposition
mm/m

0,5 0,5

0,5 0,5 0,5

0,3 1,0 1,0

measuring accuracy
in inverted position
mm/m

0,75

0,5 0,5 0,5

milled measuring
surface

2 milled

measuring
surface

horizontal vial
with magnifying
effect / no

“No double”

number
ofvials

pro le weight

per meter 550 g/m 550 g/m
from 120 cm

840 g/m

up to 120 cm

up to 120 cm
680 g/m
from 120 cm
840 g/m

640 g/m

1060 g/m

1340 g/m

handhole

also available as
magnetic version

non-conductive

special features
and bene ts

2 % slope/fall
and precision
reading

with top-end sturd
vial

pro le

4-chamber

sturdy
4-chamber
pro leyvials
witthigh
sensivity

y

recommendations
for use

builders,
heating
installers,
plumbers,
landscapers

general
handicraft,
dry wall

construction

general bu
handicraft,
dry wall

construction

general
handicraft,
dry wall
construction

prefab
construction,
carpentry

window and  builders
door tting,
carpentry,

steel

ilders, plumbers,
road

construction

construction

Made
in Germany

Refer to our General Terms of Payment and



EUROSTAR

precision readinq
[

2 % slope/fall line

The original!

With patented
laser-marked vials
and reflection-free
readability!

No more
double-bubble trouble!

6 9 O E M also available in magnetic

* 2 % slope markings on horizontal vial.

 additional precision reading markings on all vials.

e Laser-marked vials provide measuring accuracy of 0,5 mm/m for a lifetime..
Tube vial offers easy readability.

« Strong walls for longer life.

v B <
ﬁ
B A 1,5 mm

Lenginon 30 | |50 | o0 | s | o] oo i s o 2

Article N°. 690 030 E 690 040 E 690 050 E  690|0680ED80 E 690 090 E: 690 100 E 690 12 E 690 150 E 690(180 E 690 200 E
Article N°. 690040 EM 690050 EM 690066380 EN690 090 ENd90100 EM 690120 EM 690150 EM 690180 EM 690200 EM

Article N°. 690 040 ES 690 06065 080 ES 690 100 ES 690 12C ES

Refer to our General Terms of Payment and Delivery



ALUSTAR

The original!
With ultrason
ic-welded vials

4 (BMI patent) and
reflection-free
readability!

No more
double-bubble trouble!

691

6 9 1 M also available in magnetic

= E_‘

=~

The original BMI domed round horizontal vial with magnifying effect provides unsurpassed readability,
also for inverted measurement.

Strong walls and shock-absorbing rubber end-caps.
« Highest accuracy for life (0,5 mm/m) due to ultrasonic-welded vials.
Highly accurate inverted measurement (0,75 mm/m).

e

Length incm __20 mp m-m---—

Article N°. 691 020 69103 691040 691050 6910691 080| 691090 691100 691 12( 691150 69118 691 200
Article N°. 691040 M 691050 M 691 066%1 080 M 691 100 M 691 120 M 691150MS 691180MS 691200 MS
Article N°. 6910406 691050S 691 06@BSEL 080 $691090$691100S 691120S 691150S 691180S 691200S

Refer to our General Terms of Payment and



No more
double-bubble trouble!

691 W

6 9 1 W M also available in magnetic

Inclination

This picture shows rotable vial
of types 691W and 691WM for
easy transfer of inclinations and
angles.

Article N°. 691 040 691 060 %91 080 W691 100 W
Article N°.  691040WM 69106018080 WN91100WM

. Refer to our General Terms of Payment and Delivery



No more
double-bubble trouble!

699 A

6 9 9 M also available in magnetic

« The original BMI domed round horizontal vial with magnifying effect provides t0200 cm

unsurpassed readability, also for inverted measurement.

Strong walls and shock-absorbing rubber end-caps preserve high measuring accuracy.
« Highest accuracy for life (0,5 mm/m) due to ultrasonic-welded vials.
Milled measuring surface.

« Highest accuracy also for inverted measurement (0,5 mm/m).

*starting from 150 cm
the Superstar Spirit
level is furnished
with a second

>« ) vertical vial

(655040 69905l G99 010 600 B0 | 604 100 600 120 499 1501

Refer to our General Terms of Payment and .

Article N°. 699 030 4

Article N°. 699 180 MS 699 200 N



No more
double-bubble trouble!

Thick shock-absorbing rubber end-caps also available in magnetic

698

Milled measuring surfaces up to 200 cm

698 D

Also available with practical handholds

. Refer to our General Terms of Payment and Delivery



» Unique, extremely torsion-resistant 4-chamber pro le
(60 x 26 mm cross-cut).

The original BMI domed round vial with magnifying
effect provides unsurpassed readability, also for inverted
measurement.

Highest accuracy for life (0,5 mm/m) due to ultrasonic-
welded vials.

Especially thick shock-absorbing rubber end-caps preserve
high measuring accuracy — for life.

Two milled measuring surfaces.
Highest accuracy also for inverted measurement (0,5 mm/m).

Unsurpassed readability through round vials 4-chamber pro le —
one of the most stable pro le in the market

L

T o0 050 b 00 03} 0690 0 D 696100 Db 120D 501D oo 100

Refer to our General Terms of Payment and .

Article N°. 698 040 698 200 698 240t

698 200 D 698 240 |

Article N°.

Article N°. 698 040



695 ED R1000

* Its vial bubbles move 5x faster than those of ordinary levels.
Therefore inaccuracies can be recognized much sooner — and much better.

BMI rounded vial with magnifying effect for re ection-free easy readability.
 Highest accuracy of 0,3mm/m in normal position.

» BMI 4-chamber pro le, the strongest pro le on the market.

« Effective additional protection through thick shock-absorbing rubber end-caps.

Article N°. 695 060 ED - R10p0 695 080 ED - R1000 695 100 ED} - R1000 695 120 ED - R1000 695 [L&DEPOOREIDOEMR1000

For length 60 cm to 120 cm
BMI-HighPrecison level is
provided with one handhold.
For length 180 cm and 200 cm
with two pratical handholes.

Pro le Dimension
76 X 26 mm

Refer to our General Terms of Payment and Delivery



* length 25 cm

vertical headvial

* turnable anglevial

* 2 % slope marking in the horizontal vial
* magnetic

 accuracy 0,5 mm/m

Article N°692 025 TWM

length 20 cm
vertical headvial

horizontal vial with magnifying effect
* magnetic

 accuracy 0,5mm/m also for
inverted measurement

Length 20 cm
Article N°692 020 M

With practical beltbag
Article N°.692 020 M-TA

* Length 25 cm

* Alu die-cast model
» milled surface

* magnetic

» Accuracy 0,5 mm/m

Article N°689 025 TM
Article N°689 025 TM-TA
(With practical beltbag)

Refer to our General Terms of Payment and .
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from 150 cm

The entry-level model for price-conscious users. Robust, smooth
aluminium pro le, yellow powder coating. Measuring accuracy in normal
position 1 mm/m.

Article N°. 689 030 CQN 689 040 CON 689 050 CON 689 @BDEBOICAEBY 100 CBBI 120 CQN 689 150 CON 689 180 CON 689 200 CON

Spirit level made from hardwood for use on sensitive surfaces,
made of regrowing Plantation wood. Oiled. Measuring accuracy in
normal position 1,0 mm/m.

661 100

661 04 oo1.0s0] 661 0v0] oot 00

Article N°. 661 030

. Refer to our General Terms of Payment and Delivery



Heavy-weight, trapezoid-shaped aluminium die-cast level with
measuring surface. Red powder-coated level body. Very high qr

. . ! C RIGEN. 666 040 666 080
resistance. Measuring accuracy in normal position 1,0 mm/m.

Version S:
with 2 vials

Heavy-weight aluminium die-cast level with two milled measu
surfaces. Red powder-coated frame. Very high torsion-resistan &
Grip holes for easy handling. Also available with 2 vials as mo
Measuring accuracy in normal position 1,0 mm/m.

665 060

Article N°. 665 060 $ 665 080 S

Aluminium die-cast level, milled on all sides, red powder
Extremely torsion resistant. Handholds for easier handling.rticle N°
Accuracy in normal position 0,75 mm/m. :

b° 689 050R-§/45° 689 060R-S/45° 689 080R-S/45°

Refer to our General Terms of Payment and .

689 040R-S/4



Two different beeps when approaching level/plumb
position from left or right

Digital display, automatically
turning around when working
overhead; “Hold"-button to st
measured value; any angle c
taken as reference angle (set
zero point), two different bee
when approaching.

Accuracy:
* Vials:
normal position 0,5 mm/m,
inverted 0,75 mm/m
 Battery: 2 x AAA, 1,5V, Micr
» Electronic inclination module
0° and 90° : 0,05°,
1°-89°: 0,29
Display in °, %, mm/m and inch

Article N°. 604 030

504 060 ooi ofo

o available as  Aricle N°. 604 030 NI 604 060|M 604 O

gnetic version

oM

Digital display, automatically
turning around when working
overhead; “Hold”-button to store
a measured value; any angle can
be taken as reference angle (set
as zero point), two different beeps
when approaching.

Electronic module
identically equal to
Leveltronic

Accuracy:

* Vials:
normal position 0,5mm/m,
inverted 0,75 mm/m

 Battery: 2 x AAA, 1,5V, Micro

» Electronic inclination module:
0° and 90° : 0,05°, Prismatic lay-on surfaces and
1°—89°: 0,2°; strong magnets

Display in °, %, mm/m and inch/ft

Spring clamp for mounting on,
e.g., plastic pipes

Brass knurled screws for mounting
on levels, screeds, etc.

. Refer to our General Terms of Payment and Delivery

Article N°. 604 020




Can also be used Measuring accuracy Electronic inclinometer Sturdy powder-coated
conventionally within normal and inverted | Accuracy at 0° and 90° + 0,05° aluminium pro le
the horizontal and position: 0,5 mm/m Accuracy at 1° to 89° £ 0.2° with milled measuring
vertical vial. on horizontal and Battery: E-block 9 Volt 6LR61. surface
Measuring accuracyertical vial Very long operating period by
0,5 mm/m big capacity of thebatteries

z |

7z

Display with backround light

Incli Tronic measures angles Also available with laser module
electronically and displays themiticle N°. 652 060 635 EW
a digital mode. The measuring

processor can be calibrated within
seconds.
» Measuring angles in degree, Article N°. 601 060
percentage, mm/m and inch/f
at the touch of a button . o
* Measurement display in 0,05°'-A‘rtICIe N-.__ 601060
0,01°/IN/FT-, 0,1°-,0,1 % or i
1,0 mm/m-steps
» Arrows in the display indicate, in
which direction the Incli Troni®eliveryin sturdy translucent 2-part threaded plastic tube.
is to be moved, in order to  Batteries are included in the scope of delivery.
reach 0° or 90° position
« By pressing the HOLD key, the Measurement display in mm or IN/FT
current measurement value can
be saved
 Switch-operated buzzer for
0° or 90° position
« All intermediate angels can be
determined as reference angle
(O-point)
« Different beeps for approaching
from left or right.
« Automatically set off after
6 minutes

601 200

601080 601120 601180
Measurement display in degrees or %
M 601120 M 601180M 601200 M

601 080

Refer to our General Terms of Payment and .



Sturdy aluminium die-cast
design with milled measuring
face. Surface with orange
powder coating.

Rotatable vial carrier with %
and degree scale to transfer
inclinations.

Length 50 cm.

Article N°. 645 050

Rotatable vial carrier with % and
degree scale to transfer inclina
tions, mounted on anodized level
pro le. Also available as magnetic

<
[¢)
=
@,
o
>

Article N°. 645 060E

Article N°. 645 060EM

Prismatically milled base,
scraped faces, 1 horizontal
and 1 vertical vial.

Lengths 160 mm/200 mm/
250 mm/300 mm.

Article N°. 640 04160 640 042D0 640 04250 640 04300

Sensitivity 0,04 mm/m

Article N°. 640 101690 640 10200 640 13250 640 10300

Sensitivity 0,1 mm/m

Article N°. 640 301690 640 302D0 640 33250 640 30300

Sensitivity 0,3 mm/m

. Refer to our General Terms of Payment and Delivery



Bulls-eye vial, @ 14 x 8 mm  Bulls-eye vial, @ 18 x 9 mm

R 130 mma 53 min. R 170 mma 40 min.

Article N°. 680014 D Article N°. 680018 D

Bulls-eye vial in plastic frame, Bulls-eye vial with plastic angeVial 36 x 15 x 15 mm

@ 30x 11 mm @80 x12mm
R 130 mma 53 min. R 215 mma 31 min.

Article N°. 680 030 DFK Article N°. 680 080 DFK

Vial @ 15 x 36 mm Vial 34 x 22 x 14 mm
R 180 mrma 38 min. R 180 mrm 38 min.
Article N°. 680 036 R Article N°. 680 034

Cross Spirit level, 60 x 45 mm
Article N°. 681 006 003

Bulls-eye vial, @ 40 x 10 mm Bulls-eye vial in aluminium frame,
R 150 mm 45 min. @ 30x 11 mm

Article N°. 680 040 D R 1700 mm 4 min.
Article N°. 680 030 DFM

Vial 55 x 15 x 15 mm

R 180 mra 38 min. R 180 mra 38 min.
Article N°. 680 035 Article N°. 680 055

Vial 100 x 15 x 15 mm
R 180 mra 38 min.
Article N°. 680 100

Display, Contents: 30 pcs
Article N°. 681 006 003 — VK

Refer to our General Terms of Payment and .



High-impact plastic pocket level.
Plexiglass vials for horizontal and
vertical measuring.

Dimensions 100 x 35 x 13 mm.
Self service packing.

Packing unit: 10 items.

Article N°. 670 010 003

Pocket level made of high-impact
ABS. Prismatic measuring plane.
Plexiglass vial.

Dimensions:150 x 25 x 23 mm.
Self service packing.

Packing unit: 10 items.

Article N°. 671 015 003

Line level made of ABS with clip.
Eyelet to hook on to a levelling
line, plexiglass vials.
Dimensions: 120 x 29 x 17 mm.
Self service packing.

Packing unit: 10 items.

Article N°. 675 012 003

. Refer to our General Terms of Payment and Delivery




Torpedo level with 3 vials for horizontal, vertical and
45° measurements.

Dimensions: 200 x 42 x 17 mm.

Also available with powerful magnetic strip (674 M).
Self service packing.

Packing unit: 10 items.

Article N°. 673 020 003 674 020 003 M

Inclination level with horizontal vial. Additional
rotating vial to transfer inclinations. Drawing aid
for 45°, 60° and 120°, with mm-graduation at the
measuring plane. Also available with powerful
magnetic strips (684 M).

Dimensions: 250 x 54 x 15 mm.

Self service packing. Packing unit: 10 items.

Article N°. 683 025 003 684 025 003 M

Sturdy spirit levels made of reinforced bre
glass ABS-plastic. Round vials allows good
readability. Magnet execution (685M)
equipped with two strong disk magnets.
Dimensions: 250 x 43 x 22 mm.

Packing unit: 10 pieces.

Article N°. 685 025 002 685 025 002'M 685 025 033 685 025 003M

L with blister-packaging
2 without blister-packaging

also available with magnet

also available with magnet

also available
with magnet

Refer to our General Terms of Payment and .



Straight-edge made of
aluminium pro le. No vial.
Box section

approx. 100 x 18 mm.

Article

N°.

689150 WL
689180 WL
689200 WL
689250 WL
689300 WL
689400 WL
689500 WL
689600 WL

Straight-edge made of alu-
minium pro le with 1 horizontal
and 1 vertical vial.

Box section

approx. 100 x 18 mm.

Article

N°.
689150 RL
689180 RL
689200 RL
689250 RL
689300 RL
689400 RL
689500 RL

. Refer to our General Terms of Payment and Delivery

Straight-edge made of aluminium
pro le with 1 horizontal and

1 vertical vial. Box section
approx. 100 x 18 mm with

hand holds for easy handling.

Article

N°.
689150 RS
689180 RS
689200 RS
689250 RS
689300 RS
689400 RS
689500 RS




For special applications, made
of so-called H-pro le.

With reinforcement bead.

Box section

approx. 114 x 27 mm.

Article

N°.

689150 HK
689180 HK
689200 HK
689250 HK
689300 HK
689400 HK

Trapezoid-shaped aluminium Rectangular aluminium pro le,
pro le. approx. 83 x 18 mm cross-cut,
Box section 1 x horizontal vial.

approx. 98 x 18 mm.

extra-strong
4mm base ==

Article Article

N°. N°.

689150 TK 689100 RL-EL
689180 TK 689150 RL-EL
689200 TK 689180 RL-EL
689250 TK 689200 RL-EL
689300 TK 689250 RL-EL
689400 TK 689300 RL-EL

Refer to our General Terms of Payment and .
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This is how BMI LASER technology The laser beam replaces Determine right angles

facilitates your work: the levelling line for without other tools and
auxiliary constructions
BMI laser systems are suitable for a wide range of measuring.projecting slopes and gradieé1en
alignment and levelling tasks. « Setting alignments + Installing partitions
Some basic applications are exempli ed here: « Checking the smoothness of ¢ Installing oors and platforms
walls and other surfaces » Checking angles of fabrications
and steelwork

Refer to our General Terms of Payment and Delivery
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Clamp-on laser unit for easy
handling, which turns every spirit
level or straight-edge with a

pro le of 18 — 24 mm width into

a laser level. 2 brass knurled
screws ensure a tight connection.
The device has a vial of its own
(mounting accuracy 0,5 mm/m).
Thus the Laserboy Il can also be
used for stand-alone operation.
The parallelism of the beam axis
is 0,2 mm/m in relation to the
bearing surface. A 3/8 inch thread
allows attachment on a video
tripod.

High-impact glass bre reinforced
case.

The LASERBOY Il offers the option
to use de ecting or beam splitting
prisms.

Delivery: in cardboard box or
blister packed display card.

Technical Data:

* Class 2, output < 1 mW .

« Wavelength 670 nm Article N°. 649 015

+ Range approx. 30 m -

* 2x1,5V batteries (LRO3 Micro)

* reverse battery protected

* 8 hours continuous light

* Dust and splash-water
protected

» Dimensions L/W/H
approx. 165 x 55 x 45 mm

Batteries are included in the
scope of deliver.

Basic application possible without Accessories:

accessories

. Refer to our General Terms of Payment and Delivery

Vial for precise alignment in
stand-alone operation

2 brass knurled screws ensure
tight connection

Accessories:

90° beam splitting prism

90 % of the light are de ected

by 90°, 10 % are emitted alongside
the beam axis.

Accuracy 0,15 mm/m

Article N°.7081955

Beam de ecting prism and
adapter. For basic application:
setting up right angle

Article N°.708 19 52



Vertical vial

Laserking 635:
Laser level made of aluminium
pro le, grey powder coating,
with milled measuring surface.
Laser wavelength 635 nm.
The laser module is designed f&i
use on the construction site an
has therefore been cast into th
aluminium pro le. The parallelisez
of the beam axis is 0,1 mm/m
in relation to the measuring plane.
The mounting tolerance of the
horizontal vial is 0,25 mm/m.

All LASERKING models can y
optionally be used with de ectirjiisl

or beam splitting prisms.

A built-in magnetic system )
ensures safe xing on the BMI |
levelling platform.
Delivery: in sturdy, translucent | )
two-part threaded plastic tube. [Jg

Technical Data:

* Class 2, output < 1 mW

* 635 nm wavelength

* Ranges approx. 50 m

* 2x 1,5V batteries (LR03 Micro)

* reverse batteries protection

* 8 hours continuous light

* dust and splash-water
protected

* Length: 80 cm

Batteries are included in
the scope of deliver

User-friendly vial with
magnifying effect, mounting
accuracy 0,25 mm/m

Milled measuring surface
for precise plane-parallel
application

Basic application possible
without accessories

Article N°. 650 080 635

Accessories:

Beam de ecting prism
and adapter.

For basic application:
setting up right angle!
Article N°.708 19 52

Accessories:

90° beam splitting prism

90 % of the light are de ected

by 90°, 10 % are emitted alongside
the beam axis.

Accuracy 0,15 mm/m

Article N°.7081955

Accessories:

Compact levelling platform.
For basic application:
measuring horizontal plane!
Article N°.711 329

Refer to our General Terms of Payment and .



Robust aluminum casing

3 Beams:
vertical, horizontal, lateral

Laser reference edge

Aligning tiles Plumb beam 90° angles Grading elevations

Type of Laser red diode laser, wavelength 635 nm Operating temperature  -10° C to 50° C

Manual levelling 3 bubble vials Dimensions 240 x 25 x 45 mm

Accuracy + 6 mm/20 m

Power Supply 3 x 1,5V batteries size AAA LRO3A

. Refer to our General Terms of Payment and Delivery



Adjusting spindles
for quick setting

Compact levelling platform
for basic application:
measuring horizontal plane

Beam defecting
prism and adapter.
For setting up the
right angle

=
N

Strong magnets for
safe mounting on the
rotating disc

Rotating, ball
bearing-supported disc

Tripod connection size 1/4“,

3/8" and 5/8*
levelling head to
lock the rotating
levelling platform
Reference markings Vertical view

Refer to our General Terms of Payment and .



Very good visible laserlines by super-lighting power An aperture angel of 140° vertical and 120° horizontal
gives you extraordinary line lengths.

Markings for floors, ... and drop ceilings
...................................... electrical ...

Receiver (optional accessory) .

Article N° 6549027 Vertical line (carpentry) Cross line to align tiles etc.
Power supply:

9V block battery
Size: 165 x 50 x 27 mm

Type of laser red diode laser, wave length 635 nm Tripod connection size  1/4* and 5/8*

Levelling fully automatic (pendulum) Dimensions 115 x 65 x 40 mm

Accuracy +3mm/10 m

Power supply 3 x 1.5V batteries Type AALR6

Out of level indicator blinking laser lines

Delivery

in transport case,
incl. batteries

and mulifunctional
Dimensions 120 x 95 x 62 mm adapter

Operating temperature  -10° C to 50° C

. Refer to our General Terms of Payment and Delivery



Pulsed laser lines enable
use of a receiver at range up
to 30 m — even outdoors

The Basic device includes:
autoCROSSplus, magnetic
wall-mounting bracket with

1/4" and 5/8" tripod connection,
laser target card, batteries

and carry bag.

Multifunctional

adapter with
magnets and trigod

connections Basic device

Receiver
(optional)
Article N°.
6549017

Markings for ...and drop Plumb line Cross line to alignPlumb line up

floors, electrical... ceilings (carpentry) tiles etc.

and down

Type of laser red diode laser, wavelength 635 nm

Tripod connection size  1/4", 5/8"

Levelling fully automatic pendulum

Range with receiver up to 30 m (with Receiver)

Tripod connection size  1/4"

Weight of set 1,6 kg

Dimensions 125 x 55 x 105 mm

Basic device:

delivered in a transport case,
incl. batteries and
multifunctional adapter

Refer to our General Terms of Payment and .



Pulsed laser lines
enable use of
areceiver at a range
up to 50 m —
even outdoors

Basic device Basic device includes:
auto MAGIC, magnetic
wall-mounting bracket with
1/4 and 5/8 inch tripod
connection, laser target card,

/ batteries and carry bag.

Receiver . .
(optional) Multifunctional
Ar[t)'l N° adapter with

65!1(2:9312 . magnets and

tripod connection

Markings for ...and drop Plumb line Cross line to alignPlumb line up 90° angle Dot relays
floors, electrical... ceilings (carpentry) tiles etc. and down

Type of laser red diode laser, wavelength 635 nm Tripod connection size  1/4", 5/8"
Levelling fully automatic pendulum Dimensions 105 x 53 x 60 mm

Range up to 50 m (with receiver)

Tripod connection size  1/4"

. Refer to our General Terms of Payment and Delivery
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Electronic Safety Program
automatic laser stop

in case of shocks or changes
in position

————— /X

Robust plastic casing
With rechargeable battery
(Ni-MH; without memory effect)

Shock protection with
a circulating rubber shock
absorber

Waterproof IP 64 compliant

Photodiode hand receiver to
ensure optimum functioning
of the laser within a working
range up to a distance of
150 m

signal.

easy and practical handling.

Type of laser red diode laser, wave length 635 nm

Self-levelling range +5°

Levelling time typical < 20 sec.

Range 300 m @ with receiver

Power supply Batterypack with 4 x 1,5V Type LR 14

. Refer to our General Terms of Payment and Delivery

The complete Set in a stable
plastic storage and transport case:

« BMUNILASERI Rotating laser.
« Receiver with staff clamp.

« Remote control.

« Accoustic and optical receiving Charging set.

* Replacement batteries

« LCD display at the front side for(4 x 1,5V Type LR14).
 Target, wall bracket.

* Robust transport case.

¢ Operating manual.

Protective system Dust and waterproof IP 64 compliant

Dimensions ca. 200 x 160 x 190 mm

Range 150 m

Service life according to usage



Electronic Safety Program
automatic laser stop

in case of shocks or changes
in position

Robust aluminium casing

With rechargeable battery
(Ni-MH; without memory effect)  Shock protection with a
circulating plastic shock absorber

Waterproof
IP67 compliant

Waterproof IP 64 compliant

Photodiode hand receiver to
ensure optimum functioning
of the laser within a working
range up to a distance of
250 m

 Accoustic and optical receiving
signal.
» LCD display at the front
side for easy and practical
handling.

The complete set with the
practical carrying bag:
NAUTILUS IPX7.

» Receiver with staff clamp.

» Charging set.

» Operating instruction.

» Accumulator set (Ni-MH) and
batteries for the receiver.

Type of laser red diode laser, wave length 635 nm
Protective system waterproof IP 67 compliant

Self-levelling range approx. + 4° corresponds to £ 6 %
Dimensions ca. 170 x 170 x 220 mm

Levelling time < 30 sec.

Range 300 m @ with receiver
Range 250 m

Power supply line-powered or accumulator (Ni-MH)
4 x 1,2V Baby, size A, LR14 Power supply 2 x 1.5 Volt Mignon AA LR6

Refer to our General Terms of Payment and .



Electronic Safety Program
automatic laser stop

in case of shocks or changes
in position

————— /X

Robust plastic casing

With rechargeable battery
(Ni-MH; without memory effect)

Shock protection with

Waterproof IP 64 compliant a circulating rubber shock
absorber

Photodiode hand receiverto  The complete Set in a stable
ensure optimum functioning plastic storage and transport case

of the laser within a working  « BMI Unilaser AHV Rotating lase

range up to a distance of « Receiver with staff clamp.
150 m « Remote control.
« Accoustic and optical receiving Charging set.

signal. * Replacement batteries

« LCD display at the front side for(4 X 1,5V Type LR14).

easy and practical handling. * Target, wall bracket.
« Robust transport case.

» Operating manual.

Type of laser red diode laser, wave length 635 nm Service life 20 hrs

Self-levelling range +5° Tripod connection size  5/8"

Levelling time typical < 20 sec. Weight 6,6 kg

Operating range -20° Cto 50° C

Range 150 m

Speed 60, 120, 300 and 600 rotations/min.
Service life according to usage

. Refer to our General Terms of Payment and Delivery



Waterproof IP67
compliant

Magni cation X 24 X 32 Diameter 110 mm

Length 200 mm Numbering 1gon

cm-estimate 150 m

Compensator magnet

Weight 1,9 kg

Refer to our General Terms of Payment and .



Size L Size XL
Laser can be set up on this tripod at
a minimum height of less than 1 m.

Min. effective heightinm 0,70

Crank lift in m

Article N°. 711 400- 711 400qL 711 400-XL

Further tripod designs on request

Photo Tripod

¢ Robust photo tripod recommended for
Torpedo 3, autoCROSS 3, autoCROSSplus
and autoMAGIC.

« Tripod connection size 1/4".

« Robust, made from light metal with
handhold and vial.

« Incl. carrying bag.

Technical Data

¢ Height min. 0,6 m, max. 1,68 m.

* Weight: 1,30 kg.

* Max carriage weight: 3 kg.

Article N°711 212-02

. Refer to our General Terms of Payment and Delivery



Especially recommended for use with
our construction lasers.
Control and align at

one glance using precise
circular bubbles

Levelling platform with ball bearing

Emergency brake
Scope of delivery includes a spring bracket for fastening non-magnetic

laser levels and similar non-BMI products.
Refer to our General Terms of Payment and .
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Rules and folding rules made ADVANTAGES

of wood, plastic or metal still are

the measuring instruments in  \ygoden folding rules

trade and industry for Iongitudirga@trong quality beechwood
me_asuring. For different ap_pnli- « High breaking resistance
cations with regard to precision, Strong joint spring give the

or to certain impacts, like humidit§\y) ryle a long life and good
and heat, BMI always offers the pandling features

right measure for you.

EEC accuracy class | Year of production

You can spot quality rules
from these imprints:

Rule size

Noti ed body

Sign of conformity

Manufacturer’s

label

« Joints with permanent greasing
* Durable varnish

Plastic folding rules

* Precisely embossed
graduation layout

* Resistant to many
environmental impacts

Aluminium folding rules

» Good stand

 High accuracy (EC II)

» Excellent readability

* Resistant to many envirenmen
tal impacts and heat

Flexible and rigid rules

* Rustless

» High accuracy (EC 1)

* Signed, anti-abrasive
graduation

Refer to our General Terms of Payment and .



Beechwood folding rule*, section
thickness 3,0 mm, section height
16 mm, no. of sections 10, riveted
and brass-plated spring joints
ensure permanent dimensional
accuracy. 2 m length with duplex

graduation. Also available in
length of 1 m with 6 sections.
Packing unit: 50 pcs.

Article N°. 972 9002 0( B OB graduation

) 9719001 0p 9809042 00 981 90

Beechwood folding rule*, section
thickness 3,0 mm, section height
16 mm, no. of sections 10,
riveted and brass-plated spring
joints ensure permanent
dimensional accuracy. Colour
change of the graduation from
white to yellow in decimal steps.

Packing unit: 50 pes. ]

Article N°. 982 9802 00

Beech wood folding rule*, section
thickness 3,0 mm, height 16 mm,
no. of sections 10, fatigue-free
internal joint springs.

White varnish, 2 m length with
duplex graduation.

Packing unit: 50 pcs.

Flush-mounted joints

Article N°. 977 9082 00 977 9082 WG provide continuous
straight edge of the

unfolded rule.

* All wooden rules in EC accuracy class lll.
. Refer to our General Terms of Payment and Delivery



Wooden rules with
angle scale!

Equal to 9082, but without
dip-dyed lacqueegree scale
onjoint of rst rule section.
White varnish, 2 m length with
duplex graduation. 50 pcs.

Article N°. 976 9072 00

Beech wood folding rule*, consists
of 10 sections, each 3.0 mm thick,
16 mm wide, hidden riveted joints
made from sturdy plaatigle

scale on joinof rst rule

section. white varnish, length 2 m,
duplex graduation.

Packing unit: 50 pcs.

Article N°. 979 8062 00

* All wooden rules in EC accuracy class lll.

Flush-mounted joints
provide continuous
straight edge of the
unfolded rule.

Flush-mounted joints
provide continuous
straight edge of the
unfolded rule.

Refer to our General Terms of Payment and .



Folding rule* for the highest
requirements, made of 3,3 mm
beech wood, section height

16 mm, no. of sections 10,
internal rivets allow good
readability, the internal joint plates
allow narrow-folding, the colour
change from white to yellow is in
decimal steps, 2 m length in
duplex graduation.

Packing unit: 50 pcs.

Article N°. 984 9142 00 W 984 9143 00 WG

* All wooden rules in EC accuracy class .
. Refer to our General Terms of Payment and Delivery



Plastic folding rule “LONGLIFE”,
made of white glass bre
reinforced polyamide, joints latch
in right angle. Graduation (EC IIl)
with red decimal digits. Imprint on
the rear runs in the opposite
direction for convenient reading in
unfavourable working conditions
(2 m/2 m).

Packing unit: 10 pcs.

White plastic folding rule (EC III)
with black graduations, riveted
metal spring joints (1 m/2 m),
Packing unit: 10 pcs.

Article N°.

Article N°.

936 9902 00

943 1042 00

935 9901 00

941 1041 00

Refer to our General Terms of Payment and .



Wooden folding rul@ in size section thickness 6.5 mm, section
height 30 mm, length of sections 50 cm, very robust design,
rivets, front and rear side with mm graduations each, running
directions.

Wooden folding ruk in size section thickness 6.5 mm, section

height 30 mm, length of sections 50 cm, very robust design, copegalRy

rivets, front and rear side with mm graduations each, running
directions.

Wooden folding rule as above Souit aersionparticularly robust
type, hidden joints, front and rear side with mm graduations e
running in opposite directions.

. Refer to our General Terms of Payment and Delivery

C%ﬁ&@hﬁ! . 9739003 00

: 973 9004 00

|

aﬁ%cle N°. 973 9005 00




Cold-hammered special
aluminium alloy, nature-coloured,
1,4 mm thick, section height

14 mm. Digits and graduations
deep etched and laid out black.
The rule has precision-latching,
nickel-plated steel springs.
Rounded edges.

EC accuracy class II.

Cold-hammered special
aluminium alloy, black anodized,
1,4 mm strong, section height
14 mm. Digits and graduations
are deep etched and appear white
on black ground. This extremely
weather-resistant surface allows
non-re ective reading. The rule
has precision-latching nickel-
plated steel springs.

Rounded edges.

EC accuracy class Il.

Silver color like item 961 silver
color with black graduation
(above) however one side is
graduated from right to left

(red graduation). Well suited for
lefthanders.

Article N°. 961 2000 44W

Article N°. 961 2000 44S

Article N°. 961 2000 94W

961 2000 45 961 1000 44W 961 1000 45W

961 2000 455 961 1000 #4S 961 1000 45S

Refer to our General Terms of Payment and .



Flexible steel measuring rules
made dftainless hard-rolled

spring band steel. For graduations
available see matrix. Ultra-modern
manufacturing processes ensure
sharp graduation contours. The
graduation is largely anti-abrasive,
and withstands chemicals, grease
and oil. Its matt nish allows

good reading. Rounded edges.graduation. With additional

EC accuracy class Il for metric graduation on the rear on request.

"

962 0100 40 100 13x0,5 1/1 mm 1/1 mm
962 0100 50 100 13x0,5 1/16, 1/32, 1/64] 1/2, 1/1 mm
962 0150 40 150 6 13x0,5 1/2 mm 1/1 mm
962 0150 50 150 6 13x0,5 1/16, 1/32, 1/64] 1/2, 1/1 mm
962 0200 40 200 8 13x0,5 1/2 mm 1/1 mm
962 0200 50 200 8 13x0,5 1/16, 1/32, 1/64] 1/2, 1/1 mm
962 0250 40 250 10 13x0,5 1/1 mm 1/1 mm
962 0250 50 250 10 13x0,5 1/16, 1/32, 1/64| 1/2, 1/1 mm
962 0300 40 300 12 13x0,5 1/1 mm 1/1 mm
962 0300 50 300 12 13x0,5 1/16, 1/32, 1/64| 1/2, 1/1 mm

963 0500 40 500 20 18x0,5 1/1 mm 1/1 mm
963 0500 50 500 20 18 x0,5 1/16, 1/32, 1/64| 1/2, 1/1 mm
963 1000 40 1000 39 18x0,5 1/1 mm 1/1 mm
963 1000 50 1000 39 18x0,5 1/16, 1/32, 1/64' 1/2,1/1 mm
963 1500 40 1500 59 18 x0,5 1/2 mm 1/1 mm
963 1500 50 1500 59 18x 0,5 1/16, 1/32, 1/64' 1/2,1/1 mm
963 2000 40 2000 78 18 x0,5 1/1 mm 1/2 mm
963 2000 50 2000 78 18x0,5 1/16, 1/32, 1/64f' 1/2,1/1 mm
963 3000 40 3000 118 18x0,5 1/2 mm 1/1 mm
963 3000 50 3000 118 18x0,5 1/16, 1/32, 1/64" 1/2, 1/1 mm

* Tolerance of widths + 0,5 mm

. Refer to our General Terms of Payment and Delivery



Rigid steel measuring rules made

ofstainless hard-rolled spring

band steel. For graduations

available see matrix. Ultra-modern

manufacturing processes ensure

sharp graduation contours. The

graduation is largely anti-abrasive,

and withstands chemicals, grease

and oil. Its matt nish allows

good reading. Rounded edges.graduation. With additional
EC accuracy class for metric graduation on the rear on request.

966 0500 60 500 1/16, 1/32, 1/64"

966 1000 60 1000 1/16, 1/32, 1/64"

966 0500 40 500 20 30x1,0 1/1 mm 1/1 mm
966 0500 90*** 500 20 30x1,0 1/1 mm 1/1 mm
966 0600 40 600 24 30x1,0 1/1 mm 1/1 mm
966 1000 30 1000 39 30x1,0 1/2 mm 1/1 mm
966 1000 90*** 1000 39 30x1,0 1/1 mm 1/1 mm
966 1500 30 1500 59 30x1,0 1/2 mm 1/1 mm
966 2000 30 2000 78 30x1,0 1/2 mm 1/1 mm

** Tolerance of width £ 0,5 mm, ***point zero on the right side

Stainless steel tape, white enamelled, unbreakable, long lifeti
rolls out on its own; very stable when it is rolled out; handy w
rolled in; only 50mm diameter; convex tape allows precise mel
and marking.

42710041.30

edge

Refer to our General Terms of Payment and .



Calipers with locking screw or
instantaneous clamp, according to
DIN 862, made of stainless steel,
satin-chromed graduation, 4-fold
measurement, with thread table,
in an arti cial leather case.

760 150

760 300

Digital caliper with LCD-display
11 mm, with data outlet, accord-
ing to DIN 862,display in mm

and inch, made of stainless steel,
satin-chromed graduation, 4-fold
measurement, with locking screw,
with thread table, including
replacement battery, in the plastic
box.

770 150

Depth gauge with straight or
clamp measuring rod, according
to DIN862, made of stainless
steel, satin-chromed graduation,
with locking screw, the arti cal
leather case.

763 150 150 0,05 100

. Refer to our General Terms of Payment and Delivery



According to DIN 863, satin-
chromed, spindle @ 6,5 mm,
measuring surface made

of hardened alloy, insulating
hand protection, locking lever,
ratchet, in a plastic box.

765 000 025

Adjustable tolerance marks,
1/100-reading, clamp & 8 mm h6

766 010

Protractor with locking screw,
matt-chromed graduation,
in the case.

768 120 150

Refer to our General Terms of Payment and .



Joiner and mitre octo square!
Foldable, tting in every tool box,
folding angle with 8 rm locking:
0°, 22.5°, 45°, 67,5°, 90°,
112,5°, 135°, and 157,5°,

Lasting accuracy plus/minus
0,05 degrees = 1 mm/m;

leg made of anodised aluminium,
blade made of stainless steel,
graduation etched on both sides.

716 200 137

716 400 182

Carpenter’s angle for drawing right
angles and precise extension of
cutting lines. Yellow, powder coated
design with or without marking holes,
mm-graduation.

without marking holes

950 060 001

950 080 001

with marking holes

950 070 002

950 100 002 1000

. Refer to our General Terms of Payment and Delivery



90° angle square made of spirit
level pro le.

Yellow powder-coated.

An additional packing- and
transportation charge applies on 688 150 150 150 x 150
orders less than 10 pcs.

688 100 100 100 x 100

Protractor made from high impact
plastic.

789 500 100 x 100
Refer to our General Terms of Payment and .



Robust joint made
of high quality,
almost unbreakable

plastic materials,
degree scale Anodized aluminium pro le

in different lengths

Hand wheel to adjust ease of
movement and locking of the angle
in 15° steps

Robust foldable angle level

for variable transfer or taking o
angles @° to 270?

The angles can be xed in

15° steps. With the built-in
vials it can also be used as

a spirit level. Easy transport.
Available in different sizes.

Outer 90° angle Inner 90° angle 45° angle
Works as a level Gradient/slope works Works as a bevel

715 030 040

715 060 120

715 100 200

Refer to our General Terms of Payment and Delivery



2 removable steel Robust,
points light alloy pro le,
powder-coated

With the Quadran x it is very The angle is directly read
easy to measure or transfer from the measuring clock.
angles. Just place and read from Double scale of 0 - 90°
the clock or the LCD display. By and 90 -180°.

means of vials you can establish
the horizontal or vertical line.
Solid design. The device can also
be used as a level or circle.

The angle is directly read
from the LCD display.
Measuring range 355°.
Indicates in 0,1° steps.

714 450 M clock version

714 600 D LCD display

(without needle point)

Angle posititEn

can be xed by
locking screw

Refer to our General Terms of Payment and .



Article N°. 710 5035
Max. length 5000
Min. length 1120
Telescope sections 5
Material Aluminium
Cross section mm  34/24
Weight in kg 1,2

Front graduation  mm
Rear graduation  —

Carrying case
Article N°. 710 5004

Article N°. 710 5054
Max. length 4000
Min. length 1120
Telescope sections 4
Material Aluminium
Cross section mm  34/24
Weight in kg 1,0

Front graduation  cm-E
Rear graduation mm

Carrying case
Article N°. 710 5004

. Refer to our General Terms of Payment and Delivery

Article N°. 7105062
Max. length 3000

Min. length 700
Telescope sections 6
Material Aluminium
Cross section mm 37,5/27,5
Weight in kg 1,3

Front graduation ~ mm
Rear graduation  —

Carrying case

Article N°. 710 5006
Article N°. 710 5064
Max. length 4000

Min. length 865
Telescope sections 6
Material Aluminium
Cross section mm  37,5/27,5
Weight in kg 15

Front graduation ~ mm
Rear graduation  —

Carrying case

Article N°. 710 5005
Article N°. 710 5065
Max. length 5000

Min. length 1070
Telescope sections 6
Material Aluminium
Cross section mm 37,5/27,5
Weight in kg 2,0

Front graduation ~ mm
Rear graduation  —

Carrying case incl.



Article N°. 710 5045
Max. length 5000
Min. length 1030
Telescope sections 5
Material Aluminium
square
Cross section mm  38/36
Weight in kg 2,0

Front graduation mm
Rear graduation  —

Carrying case incl.
Article N°. 710 5048
Max. length 8000
Min. length 1530
Telescope sections 6
Material Aluminium
square
Cross section mm  38/36
Weight in kg 2,6

Front graduation ~ mm
Rear graduation = —

Carrying case incl.

Article N°. 710 5075
Max. length 5000

Min. length 1040
Telescope sections 5
Material Aluminium
Cross section mm  38/36
Weight in kg 2,1

Front graduation ~ mm
Rear graduation  —

Carrying case incl.
Batteries included
in the scope of delivery.

Easy-to-use telescopic
measuring rod with
digital display and

mm graduation.
Non-stop operating
time 50 hrs.

Digital display with hold
function and reference point
setting.

Accuracy between

0° and 40° C:

+1,2 mm/5m

Refer to our General Terms of Payment and .



Mini Roll x Roll x Easy 2 Roll x Easy

This small, compactdem-wheeRoll x The distance measuring device made of AB® distance measuring device made of

is especially suited for the use on solid, eyastic combines both the advantage off littigh-quality plastic includes both the advantge

grounds for comparatively short distanceswveight and the bene t of a large measuringf little weight and the bene t of a large

Forward and backward measurifwith wheelForward and backward measuring measuring wheerward and backward

a simple correction when the target point bwih a simple correction when the target pwéasuring(with a simple correction when

been passed), lever-operated counter resetas been passed). Lever-operated countéhe target point has been passed), lever-oper

The guiding rod can be folded for transporeset. The swing out parking rack and theated counter reset. The swing-out parking
built-in Parking brake facilitate handling. Thaek and the built-in parking brake facilitate
stable guiding rod made of Aluminium carhbadling. The guiding rod can be folded for

folded for Transport. Including bag. transport.
Measuring range:  99.999,99 m Measuring range: 9.999,90 m Measuring range:  99.999,99 m
Resolution: lcm Resolution: 10 cm Resolution: lcm
Wheel diameter:  159,2 mm = 0,5 m gifthiheel diameter: ~ 318,3 mm = 1 m girthWheel diameter: ~ 318,3 mm = 1 m girth
Total height: 950 mm Total height: 1.050 mm Total height: 990 mm
Total weight: 1,25 kg Total weight: 2,0 kg Total weight: 2,2 kg
Tolerance: less than 1 % Tolerance: 1%
Article N°. Article N°. Article N°.
700 1990 Mini Roll x 700 1996 Roll x Easy 2 700 1994 Roll x Easy

. Refer to our General Terms of Payment and Delivery



Transport case, imitation leather,

for Roll x STANDARD and Roll x SUPER
models, 2 safety locks. Handle.

Weight 2,2 kg.

Article N°.
700 1902 Transport case

Roll x Standard Roll x Super
Heavy, sturdysk-type steel wheakith Heavylisk-type steel wheekith solid
solid rubber tyFarward and backward rubber tyréorward and backward

measuring(with a simple correction when measuringlever-operated counter reset.

the target point has been passed), lever-opéreel and frame have been painted in the

ated counter reset. The swing-out parkingsignalling coloured. facilitate handling.

rack and the built-in parking brake facilitafEhe guiding rod can be folded for transport.

handling. The guiding rod can be folded farhe swing-out parking rack and the built-in

transport. parking brake facilitate handling. Track rail
can be mounted.

Measuring range: 9.999,99 m Measuring range: 9.999,99 m
Resolution: lcm Resolution: lcm
Wheel diameter:  318,3 mm = 1 m girthwheel diameter:  318,3 mm = 1 m girth
Total height: 1090 mm Total height: 1090 mm
Total weight: 3,9 kg Total weight: 3,9 kg
Tolerance: less than 0,05 % Tolerance: less than 0,02 % Track Rail
We recommend our transport case as an TUV-approved and suitable for Weight: 0,6 kg
accessory. calibration.
We recommend our transport case as an
accessory.
Article N°. Article N°. Article N°.
700 1995 Roll x Standard 700 1992 Roll x Super 700 1993 Track rail

Refer to our General Terms of Payment and .



1. Scope 7. Time for Delivery

Placement of any order with us shall be deemed unconditional acceptamgé¢imie for delivery shall be carefully calculated, although we shall be unde
our Terms of Payment and Delivery by the party placing the order. Anpdesbigafion to exactly comply to such calculation. Time shall commence fro
purchase proffered by a customer shall be valid only if expressly con tiweedddy of con rmation of order. In the case of force majeure we shall be ent
us in writing. Amendments of terms, and any additional stipulations, statdseindlithe contract in full or in part. Any further claims by the ordering par
only if con rmed by us in writing. All contractual relations shall be govémokdiimg but not limited to, cancellation and compensation for any kind of

German law exclusively. damage, including damage to property other than the goods, shall be exclud

2. Offers 8. Passing of the Risk

All offers made shall be revocable as regards price, quantity, time for galiw@mts shall be effected on the ordering party‘s account and at the order
and ability to supply the goods. We reserve the right to modi cation ofigeags risk. Upon the goods leaving our store, our obligation to deliver the gc
in terms of design or technology without prior notice, as long as this deleslins¢ deemed discharged. If not otherwise agreed upon, shipment will be
affect functionality of the goods. effected by a carrier of our choice.

3. Products 9. Acceptance and Performance

All information on products given in our catalogue or in brochures re egftBRall be entitled to effect part shipments without our having to bear any
current state of technology. Drawings, statements of dimension or wegddigbaligharges, regardless of their nature. After the expiry of one week frc
without obligation. Our products are subject to continuous further devglepiagdithat goods have been announced ready for shipment, delivery shall
Information supplied on products shall be binding only if contained in @gémed performed.

C?” rma.tlon of ordgr apd made in writing. We shall be under no Ob“g%%% the ordering party shall be in default of acceptance or shall fail to
give notice of modi cations made.

observe his obligation to pay the purchase price, we shall grant an additional
week's indulgence, and thereafter be entitled to claim damages for breach
(non-performance). For these purposes, liquidated damages shall be deeme
All prices quoted shall refer to the date of delivery. They refer to delivegyr&&d upon to amount to 20 per cent of the value of the goods delivered,
works or ex representative’s premises, excluding freight, postage, pacide@icting freight, packing and installation charges, without proof of actual
insurance. We reserve the right to adjust prices and to effect delivery gapaige and subject to higher damages to be claimed upon proof.
shipments.

Products made to customer’s order shall be subject to an extra chargd.Gsuciability for Defects
charge shall be stated as an approximate price to be nally xed by thasypBHf&dies for defects to be exercised by the ordering party / the buyer st
after the product has been manufactured. be subject to his discharging his obligations to properly investigate the goods

Where products shall be made to order or of non-standard design, antomtifyurhdefects, as stipulated in Sections 377, and 378 HGB (German
order quanitities may be exceeded or reduced. Prices quoted are basequricescial Code).

4. Prices

excluding turn-over tax (value added tax). To the extent that BMI A. Keller GmbH shall be liable for a defect of the good
we shall be entitled, at our option, to remedy the defect or to supply goods in
5. Payment replacement. Where a defect is to be remedied by us, we shall bear all neces

Payment for delivered goods shall be effected within 30 days of the daxpenses, including transport, travelling, labour, and materials* costs, excludi
invoice at the latest. A two-per cent discount may be made if paymenhivegiasteany increase in costs resulting from the goods being transferred to
within 10 days of the date of invoice. location other than the place of performance.

Any mistake of solvency of a party and any failure to observe the ternvéhsfre we shall not be prepared or shall not be in a position to remedy a defe
payment as stated above or as may otherwise have been agreed upad®r ilowripipty, goods in replacement, including failure to remedy or replace witt
shall entitle the supplier, at his option, to demand prepayment, to rescintegisonable period of time for reasons that we shall be responsible for, or w
contract, and to claim damages for breach (non-performance). The supphéiemgy at remedying or replacement shall fail, then and in that event the
exercise the above rights concurrently, and exercising one right shall atteskuguorty shall be entitled, at his option, to rescind the contract or claim
the right to exercise any other such rights. The ordering party shall noteiskietinitied the purchase price.

to retain any due payments or to set off any claims. Subject to the provisions below, any further claim by the ordering party, base
) ) upon any grounds whatsoever, shall be excluded. Thus, we shall not be liable
6. Retention of Title damage to property other than the goods delivered. We shall not be liable to

We shall retain title to the goods in any condition until payment is mag@édariag. party for loss of pro ts or other nancial loss. This exclusion of liabilit
The buyer shall not be entitled to use the goods to create a lien or oti&fradeaisatgxtend to claims based in tort.

Where goods supplied shall be re-sold before full payment has been maglaube disclaimer of liability shall not comprise damage caused intention
claim for payment against the third party shall be substituted for the ggpflsekiessly. Further, it shall not comprise damages claimed by the ordering

Refer to our General Terms of Payment and Delivery



party for breach (non-performance) as a result of the absence of any warranted
qualities.

To the extent that we shall negligently fail to observe any material condition of the
contract, our liability to compensate for personal injury and damage to property
shall be limited to the amount covered by our product liabilty insurance policy.
We are prepared to allow the ordering party to inspect our insurance policy upon
his request. The warranty period is subject to legal requirement to run from the
passing of the risk. This period is a limitation period. For consequential damage
caused by defective goods, the warranty period is six months, unless a claim is
based in tort.

11. Return of Goods

Where goods shall be returned, after an order has been regularly discharged,
such return shall require the prior consent by BMI and shall be effected free
of charge. The sum credited shall amount to the value of the goods deducting
15 per cent for further processing and packing, etc.

Upon the return of goods delivered more than 3 months before, we reserve the
right to deduct a higher percentage.

Products made to order, and measuring instruments with promotional labelling,
shall, as a rule, not be returned under any circumstances.

12. Third Party Intellectual Property Rights

Where an order shall be placed for a product whose design or constructional
features shall conform to speci cation by the ordering party, that party shall
make sure that no intellectual property rights of third parties will be affected.
In case an infringement claim shall be made against us, that party shall
indemnify us.

13. Place of Performance and Jurisdiction

The place of performance as regards deliveries and payments shall be
Hersbruck and Nuremberg, respectively. The exclusive place of jurisdiction shall
be Hersbruck and Nuremberg, respectively.

14. Miscellaneous

Where individual provisions of these General Terms of Payment and Delivery shall
be or become invalid, such invalidity shall not affect the validity of the remaining
provisions.

This catalogue is protected by copyright. This catalogue may not be reprinted,
whole or in part, or otherwise reproduced, or stored by any electronic means,
except by our express prior consent in writing. Modi cations and errors reserved.
We shall assume no liability for printing errors. Further remedies, based upon any
grounds whatsoever, shall be excluded, unless expressly granted to the buyer.

This catalogue replaces and supercedes all earlier issued catalogues.

Refer to our General Terms of Payment and .






